
OS -9 C ommands Refererrce

-b3l DiF,ables bdchspoce ouer @ ,in€. 1b delete a line,
TMODE prints a nep line sequence (for hard-
copy t€rminals).

Input characters echD ot Lhe terminal. This
setting is the systern default.

Turns off the echo default.

Tums on the auto line feed functio[ Line
feeds automatically echo to tlre terminal on
input and output carriage retums. The auto
line feed settirg is the system default.

1\rnB off the auto line feed default.

Sets the null count the number of null ($00)
characters hansmittad alter carriage rcturns
for the retum delay. The value n is in decimal.
The default is 0.

Turns on the screen pause. ThiB Betting sus-
pmds output when the screen fills. See the
pd€, parameter 6r a definition of scree[ size.
R€surne output by pressing the space bar. This
setting is t}re syst€m default.

Ttms offthe scrcen pauBe mode.

Sets the length of the video display page to z
(decimal) lines. Itis setting aftcts the poase
mode,

Sets the backspace character 6r itrput. The
lue , is in hqadecimal. The default tu 08.

Sets the delet€ Iine character for input. The
!€lue l, is ir hexadecimal. The d€fault is 18.

Sets the end-of-record (cariage return) char-
acter for i[put. This setting requires a ralue
in hexadecimal. The dehult is 0D.

Sets the end-of-file character for input. The
vahe n is in hexadecimal. The default is 18.

echo

-echo

tf

-tf
null = z

pause

-pause

pae: rL

bsp=1

del = l,

eof:,[
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reprint = l,

dup:7,

Psc =l,

abort: /r

quit:,[

bse = /r.

bell=ll

type =/.

Sets the rcprint line character. The value /, iB
in hexadecimal.

Sets the character to dupticate the last input
line. The value l, is in hexadecimal. The
default iB 01.

Sets the pause chamcter. The lue of the
character is in hexadecimal. The default is 1?.

Sets the terminate cbaracter (normauy C.ON-
TROL C). The value of the clEracter jB in
ho.adecimal.

Sets the quit chamcter (normaUy CO\rIROL
E). The value of the character is iD
hexadecimal.

Sets the backspace character 6r output. The
Iue /l is in hexadecimal. The default i3 08.

Sets the bell (alert) character for output. The
value l, is in hexadecimal. The default fu 0?.
fur extemal devices, use type for ACIA (a-syn-
chronous communications interface adspter)
initialization values (hexadecimal). The
default is 00. Bits 5-7 set either MARK,
SPrtCE, or no parity on all alevices. Coiles for
these are:

000 : no parity

101 : MARK parity transmitted, no
checking

111 : SPACE parity transmitted, no
checking

011 = ev€,n parlty (alailable only s.ith
the external ACIA pak and Mod-
pak devices)

001 : odd parity (available ody with
the extErtral ACIA pak and Ivlod-
pak deYices)
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Bit 4 selects auto-ansEer moalem support fea-
tures.

1:on
0=off

See "Technical Information for the RS232
Port" in Chapter 5 for mfie iDformation.

For TERM-VDG, the type bj.te has a difbrcnt

Bit 0 specifres a machine with true low-
ercaBe capability. Set Bit 0 to turn on
true low€n:sse. '

For TERM-WIN, use a r2lue of 80 to specify a
window rlevice.

xon= lr Sets the character to be used as a signal for
rcsuming transmission of data aft€r an xoff
signal is received. Default is 0 (not acti!€).

xotr=h Set€ the characte! to be uBed for stopping data
transmission. Dehult is 0 (not active).

baud= /r- SeLe tIrc baud rate, wod length, and stop bitB
for a softv,/are-co rollable interface. The codes
for the baud rate are:

0:110 3= 1200 6:9600
1=300 4=2400 7: 19200 (ACIAPAK only)
2:600 5=4800 7=32000 (S1O only)

Bits 0-3 det€rmiDe the baud rate.
Bit 4 is rcser!€d 6r future uae.
Bits 5-6 determim the wcd length:

00 = 8 bitg
01 : 7 bits

Bit 7 determtEs the number of stop bits:
0=lstopbit
1= 2 stop bits

See "Technical Itrformstion for the RS232
Port" in Chapter 5 6r further inftrmation.
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