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echo

-echo

tf

-tf

Input cbAracterc echn ot llrc terminal. ThiB
Betting is the syst€m default.

Truns offthe echo default.

T\:rns on the auto line feed function. Line
feeds automatically echo to the terminal on
input, ad they output carriage retumB. The
auto line feed setting is the system default.

Turns offthe auto line 6ed default.

Sets tlle null count-t}e number of null ($00)
characteB tran-smitted after csrriage retums
for the return delay. The value z is ir decimal.
T'Irc default is 0.

Ttrrns on the screetr pause. This setting sus-
perdE output when the sffeen Iills. See the
pog parameler for s delinition of screen size.
ReBume output hy pressing the space bar. This
setting tu the Bystem default.

TUms off the seeen pau6e moile.

Sets the tength of tlre video display page to a
(decimal) lines. This setting affects the p@&se

moale.

Sets the backspace charactff for input. The
lue , is in hexadecimal. The default iB 08.

Sets the delete line charact$ for input. The
mlue I is in hexadecimal. The default is 18.

SetB the end-of-recoil (carriage retum) char-
acter for input. This setting requircs a value
in hexadecimai. The default ie 0D.

Sets the md-of-file character for input. The
value A is ir hexadecimal. The default is 18.

Sets the repint line character. The value /, is
in her.adecimal.

SetB the character to duplicate the last input
line. The value,h is in hexadecimal. The
default is 01.

-pause

pag: n

bsp:1

del =,

eof= lr

rep nt: ft

dup:1
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Psc = l,

abort: /r

quit =,

bse=i

bell = l,

type: h

SetB the pause chamcter. The value of the
character is in horadecimal. The default h 17.

Sets the terminate charactn (nonnally CON-
TROL Cr. The value of the character is iD
hexadecimal.

Sets t}re quit character (normally COi.{TROL
Er. The value of the character i3 jn

Sets the backepace character for output. The
mlue I is in hsadecimal- The default is 08.

Sets the bell (alert) chamctel for output. The
value h ie in hexadecimal. The default is 0?.

For e.temal devrces, use twe for ACIA (asyn-
chronous communications inte{ace adapter)
initialization values (hexadecimal). The
default is 00. Bits 5-7 set either MARK,
SPACE, or tro parity oII all devices. Co&s ftr
these are:

000 : no parity

101 = MAflK parity transmitted, no
checking

111 : SPACE parity transmitted, no
checking

011 = elen parity (available only with
the exterBal ACIA pak and Ivlod-
pak devices)

001 = odd parity (svailable only with
the €!.temal ACIA pak and Mod-
f'ak devices)

Bit 4 selects auto-ansE€t moalern support fea-

0-off
See "Technical Information for the RS232
Port" in Chapter 5 6r rnore in6rmation.
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For TDBM-VDG, the twe blte bas a diftred
lxle:

i Bit 0 epecifres a machine with true low'
ercas€ eapabilitv. S€t Bit 0 t,o turn on
true lowercase.

Ibr TERM-WIN, use a value of 80 to specit a
window device.

baud:,/, Sets the baud rate, v,ord length, aEd stop biLs
ftr a software-controllable int€rface- Tlrc codes
for the baud rate are:

0= 110 3:1200 6= 9600
1=300 4:2400 7=19200 (ACIAB.K

or Y)
3:600 5=4800 ?:32000 (SIO only)

Bits 0-3 determine the baud rate
Bit 4 ie resen'ed for future uE€
Bits 5-6 det€rmine the word length:

0O : 8 bits
. 01 :?bits\^-- 

Bit ? det€!'miDes l,he trumber of stop bits:
0 = l stop bit
1=2stopbits.

See "Technical lnformation for the RS232
Pet" in Chapter 5 6r further informatiorr.

xon=i Sek the cbaracter to be used as a signal ftr
rcsuming transmission of rlata after an xoff
sig:nat is received. Default is 0 (not active).

:.off= /r Sets the character to be used for stopping data
tra[Bmission. Default is 0 (not active).
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Notes:

. XMODD is similar to TMODE, but there are differences.
TMODE operal,es only on open paths, so its elfect is l,empo_

rary. XMODE updates the device descriptor' lts chatrge per-
sists as long as the computer is runnitrg, even if you or the
system rcpeatedly open and close the paths to the device.

o If you use XMODE to change parameteB and the COB-
BLER po$am to mal€ a new syst€m diskette or to re-
make tle boot tracks olr the current syBtem diskette, the
Eocess permanently changes the parameters on the new
system dhkette.

. XMODE rcquires that pu specify a device name. If vou do
not speciry parameters, XMODE displays the prcsetrt value
ftr each parameter. Lou can use any nunber ofparameters,
separating them rvith spaces or comrnas.

Examptresr

. The frIovring command sets the term (video) for uppel- and
lowerrase, the null count to 4, the backspace characta
value to 1F hexadecimal, and tums on the screm pau3e

tunction.

xmode /term _uPc nuII=4 b5._1F Pau!.@
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