
OS -9 C omnands Reference

If,'ou choose to uBe CONTIG, the utility cleates a complete sys'
tem during the plocess. Iflou use OS9GEN, follov. these steps:

1. Create the OSgBoot frle using OS9GEN.

2. Create or copy the Startup file.

3. Copy the CMDS ad SYS directories and the files they
contsin,

You can perfom these steps manually or alo them automsticslly
by u-sing one of these rnethods:

. Crcating and using a shell procedure file

. Usitrg a shell prccedue fiIe gercrated by DSAVE

Technical Information for the RS-232 Port
You can operate the RS-232 port or the frinter at a[ statr&rd
baud ratea fi:om 110 baud to 19200 baud. (The dehult rat i3
9600 baud for /t2, and 600 baud for /p.) The default 6rmat used
is 8 data bits, no parity, ard 1 stop bit.

UBe ttre XMODE command to set the port's baud mte, pariry,
vrord length, stop bits, end-of-line alelry, auto line feed, and so

ftrth. To examine the prider's current settings, type:

rmode /p fE{=El

Then, if ]ou stsnt Lo rnake chang€s. use XMODE wit]t informa_
tion from Lhe follm.ing chart. Select the paramet€r )ou want
from the teft column of each chart, and then select tlrc corle_
soondins number from tbe "lhlue t,o Use'column and wril,e it
air'""..{t", },ou seled the proper ralue liom each chan. add
them together to obtsin a final value for XMODE. A11 lues
must be hs@decimal.


