
Chapter 5

Useful System Information
and Functions

The OS-9 systsn must load many parts of the opeBting Byst€m
during startup alrd system operation. Therefore, on a floppy disk
system, )ou must keep the system diskette in Drive /D0.

Two files used during the system stadup operation, OSgBoot
and Startup, must rcmain in the system diBkette's RO(/I direc-
tory. Oth$ frles on the system diskette are organized int two
directo es: CMDS (commands) and SYS (other system files). tlou

can also Geate other files and dircctodes on the syBtem diBkette.
OS-9 always creates the initial data directory, oI ROOT direc-
tory, when ,ou format a diskette-

File Managers, Device Drivers, and
Descriptors
The bootstrap (instructions that iritialize OS-9) Ioads a file
called OSgBoot into RAM memory at stadup. This frle colltaiEB

\- frle ma[agers, device alrivels and descriptors, and any other mod-
ules that permanently reside in memory. For instance, the
OSgBoot file might contaitr these modules:

OSgp2 OS-9 Kernel
INIT System Initialization Thble
IOMan OS-9 input/output manager
RBF Random block (disk) file manager
SCF Sequedial charactar (terminal) file manager
PipeMan Pipeline file manager
Piper Pipeline driver
Pipe Pipeline device descriptor
CC3IO IGyboard/video graphics device driver
VDGINT 32x16 sffeen suhoutines
GRFINT Windowingsubroutines
PRINIER Printei: device driver
$O RS-232 serial port device driver
CCSDisk Disk driver
D0, Dr Disk device descriplort 'IE'RM Tbrminal device descripror
Tl RS-232 sedal port device descriptor
P Print€r (se al) alevice deBcriptor
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